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  System Overview

coaxial infrastructure. The 4K HDCVI camera adopts a powerful Dahua 
ISP and advanced 1/2" image sensor, which provides superior high quality 
images. It also supports Starlight and 120dB true WDR for a clear image 

demanded.

transmission allows the HDCVI camera to interact with the HCVR, such as 
sending control signal or triggering alarm. Moreover, HDCVI technology 

without any loss. It supports up to 700m transmission for 4K and 4MP HD

Simplicity

Starlight
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· Starlight, 120dB True WDR, 3DNR
· Max.
· HD/SD switchable

· IP67, DC12V±30% 

DH-HAC-HFW2802E-A
4K Starlight HDCVI IR Bullet Camera

Series 40m IR IP67
 Pro

DC 12V
Audio

Starlight
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Camera

1/2" CMOS

Progressive

PAL: 1/4s~1/100,000s

S/N Ratio More than 65dB

Auto / Manual

IR LEDs 2

Lens

Fixed lens / Fixed iris

Board-in

F1.6

Interface

1ch in & Built-in Mic

Eelectrical

Environmental

IP67

Aluminium 

Net Weight

Gross Weight

DORI Distance

DORI 

Detect

Tilt: 0° ~ 90°

Video

15fps@4K, 20fps@6MP, 25/

BLC Mode BLC / HLC / WDR

WDR 120dB

AGC

Auto / Manual

Auto / Manual
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DH-HAC-HFW2802EP-A 2.8mm

4K Starlight HDCVI IR Bullet 
Camera, PAL

DH-HAC-HFW2802EP-A 6mm

4K Starlight HDCVI IR Bullet 

Accessories

PFA121

PFA152-E

PFM800-E Passive HDCVI Balun

12V 1A Power Adapter

12V 2A Power Adapter

12V 1.5A Power Adapter

PFA121 

Junc�on Mount Pole Mount
PFB121 + PFA152-EPFA121

PFA152-E
Pole mount 12V 1A Power Adapter

12V 2A Power Adapter
PFM800-E
Passive HDCVI Balun Power Adapter


